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ISOLIVING

® is a radiant insulation for

use in the air spaces of internal and

external walls. It consists of two layers

of bubble polyethylene and two layers

of low- emissivity aluminium film,

continuosly thermowelded. The

materials used for ® are

absolutely safe, non-toxic and

harmless.

R=1,57 m² K/W
Rw=61 dB
R=1,57 m² K/W
Rw=61 dB

technical dataIsoLiving
®

SYMBOLS VALUE SPECIFICATION NOTE

Thickness s mm 8

Weight P g/m²

Reaction to fire Rf Euroclass Istituto Giordano UNI 9177:10/87 -

Reaction to fire Rf classe

Emissivity - 0,06 ZAE BAYERN DIN EN 12898 -

Thermal resistance R m²K/W 1,57±0,02 Istituto Giordano UNI EN 12667:2002

R m²K/W 1,55 NPL BS EN ISO 8990: 1996

M - > 300.000 CSI
T= 23°C
UR 50%

- kPa
University of Perugia

Faculty of Engineering
UNI EN ISO 3386-1: 2000

Resistance to

tensile stress
- N UNI EN ISO 527-1:1997

INSTITUTION

OF CERTIFICATES

UNI EN ISO 12572:2006

± 1 mm--

--

-

500 - ± 10 g/m²-

C-s1,d0

M1 (FRA)

330,9

111,97

CSTB

Two air gap

(25 mm thick)

-

FEATURE

Length 40m- - - -

Thermal resistance

Steam diffusion
resistance

Resistance to
compressive stress

-

University of Perugia

Faculty of Engineering

WidthWidth 125cm- - - -
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